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TECHNICAL DATA

Range™: Herring
20- 40cmor
75-450qgr
Mackerel
24- 40cmor
130-600gr
Blue Whiting
22- 40cmor
75-350gr
Trout
25- 38cmor
160-600gr
Maximum fish height:
10cm

Speed: Variable from
160 to 250 fish/min

Upto 3 operators
for manual feed.

In combination with
automatic feeder

Operation:

BAADER 482

one operator only.
Power BAADER 35 3,5kW
requirements: BAADERDS55 0,4 kW
Water BAADER 35
consumption: abt. 151/min

BAADER 55

abt. 101/min

Dimensions:
Length 35 (A) abt. 3.950 mm
with 482 (a) abt. + 250 mm
Width 35 (B) abt. 2.620 mm
Width 55 (b)abt. 600 mm
35+55+482 (E)abt.5.340 mm
Height 35 (C)abt. 1.570 mm
Length482 (D) abt.2.860 mm
Width 482 (F) abt. 2.660 mm
Height482 (G)abt. 1.950 mm

Seaworthy packing 35:
1.abt. 3.300x 1.350x 1.950 mm
2.abt. 2.450x1.150x 1.320mm

Weight 35: abt. 835kgnet
abt. 1.375 kg gross

* Depending on the fishing ground deviations may occur
in structure, shape and measurements of the individual
fish. Performance data given in our order confirmation
only will be binding.

Design, dimensions and technical specification are
subject to change in the interest of technical progress.
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1 Power connection

2 Water connection
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